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Basing Designation for BOTTOM VIEW. 

Pin 1 - Cathode of 
Unit No.3 
Pin 2 - Grid of 

Unit No.3 
Pin 3- PI ate of 
Unit No.3 
Pin 4 - Cathode of 
Unit No.2, 

Cathode of Unit 
No.l, Heater 
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Pin 5 - Heater 
Pin 6 - Plate of 

Unit No.2 
Pin 7 - Grid of 

Unit No.2 
Pi n 8 - Plate of 
Unit No.l 
Pin 9- Grid of 

Unit No.l 



AMPLIFIER — Class A, 

Unless Otherwise Specified, Values are for Each Unit 
Maximum Ratings, Design-Maximum Values: 

PLATE VOLTAGE. 330 max. volts 

GRID VOLTAGE: 

Negative-bias value.50 max. volts 

Positive-bias value. 0 max. volts 

PLATE DISSIPATION. 2 max. watts 

TOTAL PLATE DISSIPATION (ALL PLATES). 5 max. watts 

HEATER-CATHODE VOLTAGE (Unit No.3): 

Heater negative with respect to cathode . . 100 max. volts 

Heater positive with respect to cathode . . 100 max. volts 

a With external sh i el d J EDEC No. 315 connected to ca thode of un i t under test 
except as noted. 

k With external shield JE0EC No.315 connected to ground. 
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